	Factory Production Control (FPC) for CE Marking

prescribed forms
1 of 1
	[image: image1.png]






	PI-PD-01

Fabrication of façades, windows and doors

	1. Target:
Determination of methodology for maintaining quality in the fabrication of the façade, from cutting up to the packaging and forwarding, to ensure the required performance characteristics.

2. Field of application:

Production
Assembly
3. Responsibilities/Implementation:
Responsibility for initiation: FPC representative
Responsibility for implementation: responsible person for fabrication and/or assembly 
Execution: Fabrication employee/employee for assembly
4. Instructions:
All machining processes on profiles up to packaging/forwarding with all the corresponding materials, components and assemblies must be performed according to the processing specifications. The processing specifications result from:

· System descriptions
· Standards/Guidelines
· Installations/Machine parameters (in accordance with the installation manufacturer)
· Processing instructions of suppliers and system providers
· Fabrication documents
Appropriate tests of quality-relevant characteristics should be conducted on quality-relevant sections according to defined test methods. These tests should be documented.

5. Explanations:

The materials and assemblies are components which are mounted on façade (e.g. gaskets, supplementary profiles, etc).



	6. Further applicable documents:
TI-CD-01: 
General application guidelines for the execution of FPC
TI-CD-02:
Fabrication test of WICTEC façade
TI-CD-02.1: 
Fabrication test of WICTEC façade 50SG
TI-CD-03: 
Fabrication test of WICLINE window
TI-CD-03.1: 
Fabrication test of WICLINE window 50SG
TI-CD-04: Fabrication test of WICSTYLE door
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