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	FB-AV-03
	Technical Inspection of orders for windows and doors
	Work preparation

	Information on order
Client / Project

Order No.

Description 
Tester
Test date
No.

Characteristic
Requirement profile
1

Construction 
(Installation place, installation position)

2

Implementation
(e.g. colours, coating, design)

3

Time scheduling 
( e.g. delivery plans, AV, delivery time, PP) 
Performance characteristics (mandated) according to EN 13830 (test report or other evidences)
Characteristic
Applicable standards
Required Value
required
met
Yes
No
Yes
No
4

European technical approval
ETA 11/0042

5

Water tightness
EN 12155

6

Resistance to dead load
EN 1991-1-1

7

Impact resistance
EN 13049

8

Temperature cycle resistance

Application of single pane safety glass according to DIN EN 12150-1

9

Resistance to horizontal load

EN 12179

10

Resistance to wind load

EN 12179

11

Air permeability

EN12153

12

Water vapour permeability

w

14

Impact resistance
EN 12600

15

Thermal transmittance

prEn 13947 according to
EN ISO 10077-2 / 12412-2

16

Airborne sound isolation

EN ISO 140-3

17

Reaction to fire

En 13501-1 / DIN 4102 

18

Fire propagation

Expert opinion in individual case

19

Consent in individual case
See expert reports
20

OTHER


	Other applicable documents:

· Standards and guidelines

· Construction drawings, Fabrication documents, Dimensioning, statistical evidences

· Performance profile of the company and products, order documents
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